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Specification:

MUFFLE FURNACE LMF-1200 Series:

Optional Accessories for LMF-1200 7A-1200 10D:
Model Description Catalog No.

Model 

Dimension (mm)

Inner Dimension (mm)

Maximum Temperature

Working Temperature

Thermal rate

Temperature accuracy

Amperage (Imax)

Heating Program

Program memories

Capacity 

Net Weight (kg)

Gross Weight (kg)

Maximum Power

Power Supply

Catalog No.

LMF-1200 7A LMF-1200 7B LMF-1200 7C LMF-1200 7D

580x650x650 580x650x650 580x650x650 580x650x650

1200°C 1200°C 1200°C 1200°C

200x160x230 200x160x230 200x160x230 200x160x230

1175°C 1175°C 1175°C 1175°C

3°C/min-20°C/min 3°C/min-20°C/min 3°C/min-20°C/min 3°C/min-20°C/min

±1°C ±1°C ±1°C ±1°C

11.4 A 11.4 A 11.4 A 11.4 A

Direct/two step 4 stage 8 stage 8-16 stage

2 4 6 5

7.4 L 7.4 L 7.4 L 7.4 L

70 70 70 70

74 74 74

2500 W 2500 W 2500 W 2500 W

74

220V / 50Hz 220V / 50Hz 220V / 50Hz 220V / 50Hz

LOH-01

LODS-01

LPGC-01

LLD-02

LSSC-02 Stainless steel case for  L7-10 9421173481

Lift up door for 7-10 L 9421172481

Protective gas connection

Open door sensor

Observation hole 9421167481

9421168481

9421169481

9421131481 9421132481 9421133481 9421134481
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